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FIRST FLOOR NEW WORK PART PLAN

DRAWING KEY NOTES:

GENERAL DRAWING NOTES (APPLIES TO ALL DRAWINGS):

A. REFER TO ARCHITECTURAL DRAWINGS FOR THE EXACT LOCATION AND MOUNTING HEIGHTS OF ALL LIGHTING FIXTURES,
SWITCHES, DEVICES AND OUTLETS.

B. JUNCTION OR OUTLET BOXES SHALL BE INSTALLED SO AS TO ALLOW ACCESS TO COVER. PROVIDE ARCHITECT APPROVED
ACCESS DOORS OR PLATES AS REQUIRED IN AREAS WHERE UNOBSTRUCTED ACCESS TO BOX OR OUTLET IS NOT POSSIBLE.

C. PRIOR TO ORDERING FIXTURES, COORDINATE WMITH ARCHITECTURAL DRAWINGS AND SPECIFICATIONS. IF DISCREPANCIES EXIST
BETWEEN ARCHITECTURAL AND ENGINEERING INFORMATION OBTAIN CLARIFICATION PRIOR TO PROCEEDING.

D. LIGHTING FIXTURES UTILIZING ELECTRONIC BALLASTS SHALL BE PROVIDED WITH A DEDICATED NEUTRAL.

E. CONNECT EXIT SIGNS AND EMERGENCY LIGHTING UNITS TO NEAREST LIGHTING BRANCH CIRCUIT AHEAD OF ALL SWITCHES.
UNITS SHALL MONITOR LOCAL LIGHTING CIRCUIT AND OPERATE UPON LOSS OF NORMAL POWER.

F. PROVIDE DEDICATED NEUTRAL CONDUCTORS FOR EACH BRANCH CIRCUIT.

G. ALL WRING IS 2#12 & 1§12 GND TYPE MC CABLE, UNLESS NOTED OTHERWISE. ALL HOMERUNS ARE #12 AWG CU 3/4"
EMT, UNLESS NOTED OTHERWSE.

I. ALL WIRING SHALL BE RUN CONCEALED WHERE PHYSICALLY POSSIBLE. IN AREAS WITHOUT CEILINGS, EXPOSED CONDUITS
SHALL BE INSTALLED NEATLY AND ROUTED PARALLEL TO OR AT RIGHT ANGLES TO BUILDING STRUCTURE/LINES.

J. WIRING SHOWN ON PLANS ARE DIAGRAMMATIC ONLY. CONTRACTOR SHALL COORDINATE ROUTING IN FIELD WITH OTHER
TRADES AND FIELD CONDITIONS.

K. FIRE ALARM SYSTEM SCOPE IS AN EXPANSION OF AN EXISTING SYSTEM. ALL NEW DEVICES AND WIRING ARE TO EXACTLY
MATCH BUILDING STANDARD. PROVIDE NEW SLC AND INDICATION WIRING AND CIRCUITS AS REQUIRED. MODIFY EXISTING
SYSTEM AS REQUIRED TO ACCOMMODATE NEW INSTALLATION, MODIFICATIONS MAY INCLUDE BUT ARE NOT LIMITED TO: SLC
LOOP WIRING, INDICATION CIRCUIT ZONE WIRING, INPUT ZONE CARDS, OUTPUT ZONE CARDS, POWER BOOSTERS, POWER
SUPPLIES, BATTERIES, PROGRAMING, ETC AND ALL OTHER WORK AND APPURTENANCES REQUIRED FOR A COMPLETE
WORKING SYSTEM.

ABBREVIATIONS
ABBV. DESCRIPTION ABBV. DESCRIPTION
F.A. FIRE ALARM GFl GROUND FAULT INTERRUPTER
CLG. CEILING RM REMOVE
REQD. REQUIRED N NEW
MTD. MOUNTED EX EXISTING
MIN. MINIMUM RL EXISTING TO BE RELOCATED
Cc/B CIRCUIT BREAKER NL NEW LOCATION
AFF ABOVE FINISHED FLOOR RE REPLACE EXISTING
ELECTRICAL SYMBOL LIST
@ 20A-120V DUPLEX RECEPTACLE
MOUNT © 18" AFF UNLESS NOTED OTHERWSE.

SUBLETTER "a” INDICATES MOUNTING HEIGHT OF 44" AFF OR 6" ABOVE COUNTER HEIGHT
SUBLETTER "GFI” INDICATES TAMPER PROOF GROUND FAULT INTERRUPTER
SUBLETTER "WP" INDICATES WEATHER PROOF

A\ AVA 4 TEL, DATA AND TEL/DATA OUTLET LOCATIONS

PROVIDE 4", DEEP BACKBOX WITH 1° CONDUIT TO ABOVE ACCESSIBLE CEILING LOCATION
MOUNT @ 18" AFF UNLESS NOTED OTHERWISE.

SUBLETTER "w” INDICATES MOUNTING HEIGHT OF 54" AFF

SUBLETTER "a” INDICATES MOUNTING HEIGHT OF 44” AFF OR 6" ABOVE COUNTER HEIGHT

LIGHT SWITCH, MOUNT AT 42" AFF
S SUBLETTER "M" INDICATES MOTION SENSOR
SUBLETTER "PB” INDICATES PUSH BUTTON

CR] JUNCTION BOX WITH 3/4" C TO ACCESSIBLE CEILING FOR CARD READER.

120/208V PANELBOARD.

— PPl HOMERUN, TOP NUMBER INDICATES PANEL, BOTTOM NUMBER INDICATES BREAKER SIZE.
20A-1P WRE IS 2§12 & 1§12 GND IN 3/4"C UNLESS NOTED OTHERWISE.

JUNCTION BOX

&) LIGHT FIXTURE
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@ EXISTING TO REMAIN IN THIS AREA.
@ CONNECT TO EXISTING RECEPTACLE BRANCH CIRCUIT IN THIS AREA.
@ RECIRCUIT EXISTING LIGHTING FIXTURES AND EXHAUST FANS TO EXISTING SWITCH AS SHOWN.
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FIRST FLOOR PART PLAN

DRAWING KEY NOTES:

JUNCTION BOX FOR POWER CONNECTION TO AUTOMATIC DOOR OPERATOR. PROVIDE
JUNCTION BOX ABOVE CEILING FOR POWER CONNECTION AND RECESSED SWITCH BOXES
WITH CONDUITS TO ABOVE ACCESSIBLE CEILING FOR SWMITCH PLATE OPERATORS. ALL
FINAL POWER AND CONTROL WIRING BY EC PER MANUFACTURERS INSTRUCTIONS.
PROVIDE NEW CIRCUIT BREAKER IN EXISTING PANEL FOR POWER FEED, VERIFY EXACT
PANEL LOCATION IN FIELD PRIOR TO BID.

GENERAL NOTES:

1.

NQ

3.

DRAWINGS ARE DIAGRAMMATIC AND INDICATE THE GENERAL ARRANGEMENT OF SYSTEMS AND
WORK. CONTRACTOR SHALL:

A. FOLLOW DRAWINGS IN LAYING OUT WORK AND CHECK DRAWINGS AND OTHER TRADES
RELATING TO WORK TO VERIFY SPACE IN WHICH WORK WILL BE INSTALLED. MAINTAIN
HEADROOM AND MINIMUM CODE REQUIRED WORKING CLEARANCES AT ALL TIMES.

B. FURNISH AND INSTALL ALL NECESSARY OUTLETS, SUPPORTS, PULLBOXES, CONDUITS,
FITTINGS AND ACCESSORIES TO FULFILL APPLICABLE CODES, REGULATIONS, BUILDING
STANDARDS AND THE BEST PRACTICES OF THE TRADE FOR INSTALLATION OF WORK.

DRAWINGS INDICATE SIZE AND GENERAL LOCATION OF WORK. SCALED DIMENSIONS SHALL
NOT BE USED.

CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD MEASUREMENTS AND VERIFICATION OF FIELD
CONDITIONS PRIOR TO INSTALLATION OF WORK. ANY CHANGES IN WORK NECESSITATED BY
FAILURE OF THE CONTRACTOR TO COMPLY WITH THIS PROVISION SHALL BE UNDERTAKEN BY
THE CONTRACTOR AT HIS OWN EXPENSE.

ALL NECESSARY CUTTING AND PATCHING FOR WORK OF THIS CONTRACT SHALL BE BY THE
CONTRACTOR. PRIOR TO PERFORMING ANY CHASING, CHOPPING OR CORE DRILLING, THE
CONTRACTOR SHALL FIELD INVESTIGATE CONDITIONS AND COORDINATE WITH ALL
APPROPRIATE TRADES TO ENSURE THAT WORK WILL BE IN HARMONY WITH OTHER WORK AND
NOT AFFECT ANY EXISTING SYSTEMS. WORK ON EXISTING SYSTEMS MUST BE APPROVED BY
THE OWNER PRIOR TO PROCEEDING.

CONTRACTOR SHALL COORDINATE WORK WITH ALL OTHER TRADES FOR EXACT LOCATION OF
ALL EQUIPMENT AND CONTROL DEVICES. LOCATIONS AS SHOWN ON ELECTRICAL DRAWINGS
ARE APPROXIMATE.

OPENINGS AROUND ELECTRICAL PENETRATIONS THROUGH FIRE RESISTANCE RATED WALLS,
PARTITIONS, FLOORS OR CEILINGS SHALL BE FIRE STOPPED USING APPROVED METHODS.
SEALANT SHALL BE RATED FOR THREE (3) HOURS.

ALL EQUIPMENT, DEVICE BOXES, JUNCTION BOXES, PULLBOXES AND OUTLET BOXES SHALL BE
INSTALLED SO AS TO ALLOW ACCESS TO THE COVER. IF NECESSARY AND APPROVED BY
ENGINEER (PROGRESSIVE ENGINEERING), PROVIDE ACCESS DOORS OR COVER PLATES IN AREAS
WHERE UNOBSTRUCTED ACCESS IS NOT POSSIBLE.

BATHROOMS

ENTRANCE O
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PLUMBING SPECIFICATIONS/ MATERIALS NOTES:

1. ARCHITECT'S GENERAL CONDITIONS ARE A PART OF THIS DIVISION.

2. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH APPLICABLE CODES AND
REGULATIONS OF LOCAL AND STATE AGENCIES AND UTILITY COMPANIES REQUIREMENTS.

3. ALL EQUIPMENT SHALL BE UL LISTED. THE CONTRACTOR SHALL BEAR THE COST OF ALL
n_mmch.s%_.am_W:_._.w. LICENSES AND TAXES, AND ANY UTILITY COMPANY CHARGES IN CONNECTION WITH

4. THE CONTRACTOR SHALL PROVIDE A GUARANTEE COVERING ALL MATERIAL AND
WORKMANSHIP FOR ONE (1) YEAR FOLLOWING THE DATE OF ACCEPTANCE.

5. THE CONTRACTOR SHALL EXAMINE THE ARCHITECTURAL PLANS AND THE PLANS AND
SPECIFICATIONS OF OTHER TRADES TO DETERMINE WORK EXTENT. MSIT SITE AND FAMILIARIZE
WITH PROJECT AND LOCAL CONDITIONS BEFORE SUBMITTING BID AS CONTRACTOR SHALL BE HELD
RESPONSIBLE FOR ANY ASSUMPTIONS MADE THEREOF. DRAWINGS ARE DIAGRAMMATIC AND
INDICATE THE GENERAL ARRANGEMENT OF SYSTEMS AND WORK INCLUDED IN THE CONTRACT. IF
SO DIRECTED BY THE ENGINEER, THE CONTRACTOR SHALL, WITHOUT EXTRA CHARGE, MAKE
REASONABLE MODIFICATIONS IN THE LAYOUT TO PREVENT CONFLICT WITH THOSE OF OTHER
TRADES AND FOR PROPER INSTALLATION OF WORK. THE CONTRACTOR SHALL COORDINATE
LOCATIONS OF EQUIPMENT WITH ALL TRADES BEFORE STARTING CONSTRUCTION. ANY
MODIFICATIONS TO THE EQUIPMENT LAYOUT REQUIRED FOR INSTALLATION SHALL BE PERFORMED
AT NO ADDITIONAL COST TO THE OWNER.

6. THE CONTRACTOR SHALL ARRANGE WORK SO ANY SHUTDOWN DOES NOT INTERFERE WITH
OWNER'S OPERATION OF THE EXISTING FACILITY.

7. SUBMIT AS—BUILT DRAWINGS AND OPERATION AND MAINTENANCE MANUALS AT THE
COMPLETION OF THE PROJECT.

9. WATER CLOSET "P1” AMERICAN STANDARD MADERA FLOWISE MODEL: 3461 (17" RIM HEIGHT);
ADA COMPLIANT, FLOOR MOUNTED, ANTI-MICROBIAL/EVERCLEAN SURFACE, FULLY GLAZED 2-1/8"
TRAPWAY, ELONGATED BOWL, ITREOUS CHINA, (OPERATION RANGE OF 1.1 — 1.6 GPF).

—PROVIDE FLUSH VALVE SLOAN CROWN MANUAL PISTON TYPE FLUSH VALVE (1.6 GPF).

—PROVIDE OPEN FRONT, SOFT CLOSE SEAT LESS COVER.

—PROVIDE BUMPER ON ANGLE STOP TO PREVENT SEAT FROM DAMAGE WHEN IN OPEN POSITION
AND WAX SEAL RING.

—SANITARY PIPE SIZE: 4"

—VENT PIPE SIZE: 2"

—CW SUPPLY PIPE SIZE: 1-1/2"

10. LAVATORY " P2 ® AMERICAN STANDARD LUCERNE MODEL: 0355.012 ADA COMPLIANT 20" x
18" WALL HUNG RECTANGULAR LAVATORY & BASIN, SELF DRAINING DECK AREA W/ CONTOURED
BACK AND SIDE SPLASH SHIELDS, FRONT OVERFLOW & TWO SOAP DEPRESSIONS, VITREOUS CHINA.
—PROVIDE GRID DRAIN ASSEMBLY, TAILPIECE, SUPPLIES, STOPS, ESCUTCHEON COVERS & FIXTURE
CONCEALED ARM CARRIER WADE MODEL: 520 DOUBLE BACK TO BACK MIN. FIN. TO FIN. WALL

© 6—1/2" OR SINGLE MIN. FIN. TO FIN. WALL @ 5",

—PROVIDE SUPPLY STOPS: McGUIRE H170-LK

—WASTE PIPE SIZE: 2"

—VENT PIPE SIZE:1-1/2"

—HW&CW SUPPLY PIPE SIZE: 1/2.

—PROVIDE MOEN ADA COMPLIANT FAUCET W/ XTRA LONG SINGLE LEVER HANDLE & .5 GPM
AERATOR MODEL: 8416F05. or T&S BRASS ADA COMPLIANT FAUCET W/ XTRA LONG SINGLE
_wm,ﬁ\vmom HANDLE MODEL: B—2711—F05—-LH or SYMMONS MODEL:S—20—-FR-G-W or DELTA MODEL:

11.  WASTE, SANITARY AND VENT PIPING BELOW GRADE SHALL BE SERVICE—WEIGHT CAST IRON
BELL AND SPIGOT, WITH PUSH—ON, NEOPRENE—GASKETED JOINTS, OR HUBLESS CAST IRON WITH
CLAMP—ALL "HI TORQUE® FITTINGS. PROVIDE ALTERNATE PRICING, WHERE CODE PERMITS: ASTM D
2665 SOLID WALL SCHEDULE 40 PVC WITH SOLVENT WELDED JOINTS MAY BE SUBSTITUTED FOR
ALL SIZES OF SANITARY, WASTE AND VENT PIPING. PVC ALTERNATE PRICING MUST BE APPROVED
FOR USE BY OWNER IN WRITING.

12,  WASTE, SANITARY AND VENT PIPING MAINS, ABOVE GRADE, 2—1/2"AND LARGER; SHALL BE
ASTM A 888 OR CISPI 310 HUBLESS CAST IRON WITH NO—HUB COUPLINGS. WASTE, SANITARY AND
VENT BRANCH PIPING ABOVE GRADE, 2°AND SMALLER; SHALL BE TYPE "M" COPPER WITH
SOLDERED FITTINGS AND JOINTS OR NO—HUB CAST IRON WITH NO—HUB COUPLINGS. PROVIDE
ALTERNATE PRICING, WHERE CODE PERMITS; ASTM D 2665 SOLID WALL SCHEDULE 40 PVC WITH
SOLVENT WELDED JOINTS FOR ALL SIZES OF SANITARY, WASTE AND VENT PIPING. PVC ALTERNATE
PRICING MUST BE APPROVED FOR USE BY OWNER IN WRITING.

13. WATER PIPE ABOVE GRADE SHALL BE TYPE "L" COPPER WITH WROUGHT COPPER SWEAT
FITTINGS USING LEAD—-FREE SOLDER. VALVES SHALL BE BALL TYPE WITH SCREWED ENDS BY
APOLLO #70-100, OR WATTS #B—-6000 OR EQUIVALENT.

14. PROVIDE HANGERS AND SUPPORTS FOR ALL PIPING SYSTEMS INCLUDING SUPPORT DEVICES
PER NFPA 54 & MSS—-SP—-69. PROVIDE HANGERS AND SUPPORTS SUITABLE FOR SERVICE AND
SELECTED IN ACCORDANCE WITH THE MANUFACTURERS RECOMMENDED MAXIMUM LOADING.
SUPPORT FROM BUILDING STRUCTURE. HANGER AND SUPPORT SPACING SHALL BE IN ACCORDANCE
WITH PLUMBING CODE REQUIREMENTS.

15. PROVIDE PRE—FORMED INSULATION COVERS FOR EXPOSED SUPPLY AND DRAINAGE PIPING

LOCATED BELOW ADA COMPLIANT FIXTURE(S). EQUIVALENT MANUFACTURER’S: TRUEBRO,
PLUMBEREX.

16. PROVIDE FIBERGLASS INSULATION W/ ALL SERVICE JACKET & LABELING-INCLUDE FLOW
ARROWS ON ALL CW, HW, HWR PIPES WITHIN PROJECT AREA, INSULATION THICKNESS PER MOST
CURRENT ENERGY CODE, IDENTIFY PIPING IN COMPLIANCE WITH ASME A13.

17. PROVIDE VALVES TAGS FOR ISOLATION VALVES & NAME PLATES FOR EQUIPMENT, ETC.
WITHIN PROJECT AREA, IDENTIFY VALVES & EQUIPMENT IN COMPLIANCE WITH ASME A13.

18.  PIPING SHALL BE IDENTIFIED AT LEAST EVERY 20 FT. WITH NAME AND FLOW DIRECTION WITH
SNAP—-ON PLASTIC PIPE MARKERS. ALL EQUIPMENT SHALL BE IDENTIFIED MITH ENGRAVED
PLASTIC MARKERS, CHAIN TO VALVE AND PROVIDE IDENTIFICATION WALL CHART.

19. PROVIDE WATER HAMMER ARRESTING AIR CHAMBERS EQUAL TO "PPP”, INC. OR ACCEPTABLE
EQUIVALENT ON HOT AND COLD WATER PIPING PER PDI-WH 201, AT FIXTURES WHERE
QUICK—CLOSING VALVES ARE USED OR AS INDICATED ON PLANS.

20. PROVIDE SHUT OFF VALVES AT ALL PLUMBING FIXTURE AND EQUIPMENT LOCATIONS.

21. PROVIDE DIELECTRIC COUPLING BETWEEN PIPING OF DIS—SIMILAR METERIALS.

22. PROVIDE AIR VENTS AT HIGH POINTS OF WATER PIPING.

23. ROUTE ALL DOMESTIC WATER PIPING WITHIN HEATED AREAS. DO NOT INSTALL DOMESTIC
WATER PIPING IN NON—HEATED AREAS OR IN AREAS SUBJECT TO FREEZING.

24. HYDROSTATICALLY TEST DOMESTIC WATER PIPING AT 150 PSI FOR THREE (3) HOURS
WITHOUT LEAKS.

25. TEST WASTE, SANITARY AND VENT PIPING WITH A 10—FOOT HEAD OF WATER FOR A
MINIMUM OF 15 MINUTES WITHOUT LEAKS.

26. TEST BURIED OR CONCEALED PIPING BEFORE CLOSING IN OR BACKFILLING.

27. DISINFECT POTABLE WATER SYSTEMS (NEW AND EXISTING) PRIOR TO BUILDING OCCUPANCY
PER CODES AND LOCAL OFFICIALS REQUIREMENTS AND/OR AWWA C651 OR AWWA C652. FLUSH
SYSTEMS THOROUGHLY WITH POTABLE WATER AFTER DISINFECTION. SUBMIT WATER SAMPLES IN
STERILE BOTTLES TO AUTHORITIES HAVING JURISDICTION, REPEAT SAMPLE PROCEDURES IF
BIOLOGICAL EXAMINATION SHOWS CONTAMINATION.

28. CLEAN INTERIOR OF PIPING; REMOVE DIRT OR DEBRIS AS WORK PROGRESSES.

29. PROTECT DRAINS DURING REMAINDER OF CONSTRUCTION PERIOD TO AVOID CLOGGING WITH
DIRT AND DEBRIS AND TO PREVENT DAMAGE FROM TRAFFIC AND CONSTRUCTION WORK.

30. PLACE PLUGS IN ENDS OF UNCOMPLETED PIPING AT END OF DAY AND WHEN WORK STOPS.

31.  FURNISH ALL EQUIPMENT MANUALS AND WARRANTIES TO TENANT/BUILDING OWNER AT THE
COMPLETION OF THE PROJECT.
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@ REMOVE PLUMBING FIXTURE AND ASSOCIATED SUPPLY, DRAINAGE AND
VENT PIPING AS REQUIRED; CAP UNUSED PIPING IN AT NEAREST
ACTIVE MAIN IN CONCEALED LOCATION.

@ NEW PLUMBING FIXTURE LOCATION; EXTEND EXISTING PLUMBING
SUPPLY, DRAINAGE & VENT PIPING TO NEW FIXTURE LOCATION AND
RECONNECT AS REQUIRED.

—CONTRACTOR TO FIELD VERIFY EXACT LOCATION OF EXISTING PIPING
PRIOR TO START OF WORK.
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